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Inside Venue Specs
Capacity 750
56 X 56'Main floor
24' X 22'Stage
10' X 10'Drum Riser
20' X 20'Staging area (stage Right)
Ramp (stage right)
Stairs (stage left)
(11) 20A on stage and (3) 20A Stage Left (1)
20A Stage Right - Quad Power receptacles

FOH
Midas M32 (Audio Console)
Two s32 stage boxes located on stage left
PA tie in available at the sound booth or
stage left
ETC Roadhog 4-21 (Lighting Console)
4 universes are in use. DMX tie-ins are
available at the sound booth.

PA System
8(4 per side) Clair Bros i212-M powered by
4 PLM 10000Q (40,000w power)
2 (center fill) Carvin TRX3210A Active Line
Array
4 (2 per side) 2X18' EV X-Line passive sub-
woofers

Stage Monitors
Turbo TFX 152 M-AN 1100W Powered floor
wedges (x4)
Mackie Thrash 215 1300W Drum monitor



Microphones
Drum microphones
Audix D6
Audix D2 (x2)
Audix D4 (x2)
Audix ADX51 (x2)
Audix i5 (x2)
Shure SM57's (x2)
RODE NT5 (stereo
condensers)
AKG P170
Sennheiser e604 (x3)
AKG D112
Shure Beta 91a
Guitar Microphones
Sennheiser e609 Silver (x4)
Shure SM57 (x2)
Vocal Microphones
Shure SM58 (x2)
Shure Beta 58 (x4)
Sennheiser XS Wireless (x4)

Lights
Chauvet Intimidator 355IRC (x8)

4 hung on an upstage aerial truss
4 in front of drum riser on floor
Chauvet Intimidator 255IRC (x2)
Both are located on down stage truss towers stage left and right
Mini moving wash (x10)
2 hung stage left and stage right
6 hung on upstage truss towers
Mega Par (x8)
5 hung on down stage beam (front wash)
3 Hung in front of the drum riser
36 X 10 moving head wash (x2)
located on 2nd beam most downstage (front wash)
ADJUB 12H (x3)
located on most down stage edge angled up(up wash)
ADJ SP-1500 strobe (x2)
up stage aerial truss
Blinder ETC ARCP277-8 (x2)
up stage aerial truss
Elation ELED QA strip (x2)
upstage truss towers

DI Box
Pyle PDC22
Pyle PDC21 (x2)
Direct One DB-01 (x3)
Audio Interface

Laptop Sound Port LSP-1
32 Channel Split

Video
Projector Side of Stage Right
HDMI Upstage Right @ Truss
VGA Upstage Right @ Truss

LED WALL
ADV AV6X 8-Panel
96X96 Pixels Per Panel
1200 NITS Brightness 140* Viewing Panel
NOVASTAR PROCCESOR - HDMI/SDI/DV Inputs

**Live individual recordings available**






